SPECIFICATION SHEET

Refrigeration, Air conditioning and plumbing

APPLICATIONS

Tool-Free, Suited for horizontal pipe installation

INSTALLATION

MATERIAL - Polypropylene 20% GF
- UV Resistant

- Operating temperature -40° to 178°F (-40° to 81°C)
- Paintable (preserves mechanical properties event after painting)
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- Non-adhesive surface (unlimited texture no. MT-11030) for linear expansion
of thermal insulation

CERTIFICATION UL classified for USA (UL-723 (ASTM E 84)) And ULC listed for Canada (ULC-S102.2).
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COLOR | SILVERGREY(G)

UC12225G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC12325G 12.02” (305mm) 0.83"(21mm) 0.41” (10mm)
UC12425G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC12525G 12.02” (305mm) 0.83”(21mm) 0.41" (10mm)
UC12625G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC12825G 18.02” (457mm) 0.77” (19.5mm) 0.41” (10mm)

UC12250G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC12350G 12.02” (305mm) 0.83"(21mm) 0.41” (10mm)
UC12450G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC12550G 12.02” (305mm) 0.83”(21mm) 0.41" (10mm)
UC12650G 12.02” (305mm) 0.83”(21mm) 0.41” (10mm)
UC18850G 18.02” (457mm) 0.77” (19.5mm) 0.41” (10mm)




